
EM Series

EU10i EU20i EU30i EU65is EM50is
Data

AC Frequency (Hz) 50 50 50 50 50
Ac output voltage (V) 220 220 220 220 220
Rated AC output (kVA) 0.9 1.6 2.8 5.5 4.5
Max AC output (kVA) 1 2 3 6.5 5
DC Output 12V-8A 12V-8A 12V-12A N/A N/A

Continuous operating hours (hrs)
Approx. 8.7*-4hr                                                               

(* = with Eco Throttle)
Approx. 10*-4                                                                            

(* = with Eco Throttle)
Approx. 20*-7.1                                                                             

(* = with Eco Throttle)
Approx. 12.3*-5.1                                                                    

(* = with Eco Throttle)
15.2*-5.7 (* = 1/4 load)

Operating noise level (dB) 52*-57 54*-59 51*-58 52*-60 52*-60

Engine
Model GXH50 GX100 GX200 GX390 GX340

Type
Forced air-cooled, 4 stroke, OHV, 

single cylinder
Forced air-cooled, 4 stroke, OHV, 

single cylinder
Forced air-cooled, 4 stroke, OHV, 

single cylinder
Forced air-cooled, 4 stroke, OHV, 

single cylinder
Forced air-cooled, 4 stroke, OHV, 

single cylinder
Displacement (cc) 50 98 196 389 337
Ignition system Fully Transistorized Fully Transistorized Transistorized Magneto Transistorized Magneto Transistorized Magneto
Starting system Recoil Recoil Electric/Recoil Electric/Recoil Electric/Recoil
Fuel tank Capacity (litres) 2.3 4.1 13 17 17

Dimensions
Dimensions (L x W x H ) (mm) 450 x 240 x 380 510 x 290 x 380 655 x 445 x 555 850 x 672 x 699 (W/ wheel kit) 810 x 670 x 690 (W/ wheel kit)
Dry weight (kg) 13 21 59 115 95

Feature
Eco throttle Yes Yes Yes Yes Yes
Oil Alert Yes Yes Yes Yes Yes
Fuel gauge No No Yes Yes Yes
Accessory AC plug Yes Yes Yes Yes Yes
Invertor System Yes Yes Yes Yes Yes
Voltmeter No No No Yes Yes
AC circuit breaker Yes Yes Yes Yes Yes
DC circuit breaker Yes Yes Yes N/A N/A

Parallel operation connection ports
Yes Yes Yes N/A N/A

Parrallel operation connection 
cable

Optional Optional Optional N/A N/A

Wheels kit N/A N/A N/A Yes Yes
Electric starter No No Yes Yes Yes
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EP1800CX EP2500CX EP3800CX EP5000CX EP6500CXS
Data

AC Frequency (Hz) 50 50 50 50 50
Ac output voltage (V) 220 220 220 220 220
Rated AC output (kVA) 1.3 2 2.8 4 5
Max AC output (kVA) 1.5 2.2 3.1 4.5 5.5
DC Output 12V-8.3A 12V-8.3A 12V-8.3A 12V-8.3A 12V-8.3A

Continuous operating hours (hrs)
15.9 13 13 10 9.2

Operating noise level (dB) 62 67 68 70 72

Engine
Model GX160K1 GX160K1 GX240K1 GK340K1 GX390K1

Type
Air-cooled, 4 stroke, OHV, single 

cylinder
Air-cooled, 4 stroke, OHV, single 

cylinder
Air-cooled, 4 stroke, OHV, single 

cylinder
Air-cooled, 4 stroke, OHV, single 

cylinder
Air-cooled, 4 stroke, OHV, single 

cylinder
Displacement (cc) 163 163 242 337 389
Ignition system Transistorized Magneto Transistorized Magneto Transistorized Magneto Transistorized Magneto Transistorized Magneto
Starting system Recoil Recoil Recoil Recoil Electric/Recoil
Fuel tank Capacity (litres) 15 25 25 25 25

Dimensions
Dimensions (L x W x H ) (mm) 590 x 430 x 435 590 x 430 x 435 680 x 510 x 540 680 x 510 x 540 850 x 510 x 540 (W/ battery tray kit)
Dry weight (kg) 42 45 68 82 89

Feature
Eco throttle No No No No No
Oil Alert Yes Yes Yes Yes Yes
Fuel gauge Yes Yes Yes Yes Yes
Accessory AC plug Yes Yes Yes Yes Yes
Automatic voltage regulator Yes Yes Yes Yes Yes
Voltmeter Yes Yes Yes Yes Yes
AC circuit breaker Yes Yes Yes Yes Yes
DC circuit breaker Yes Yes Yes Yes Yes

Parallel operation connection ports
N/A N/A N/A N/A N/A

Parrallel operation connection 
cable

N/A N/A N/A N/A N/A

Wheels kit N/A N/A N/A N/A N/A
Electric starter No No No No Yes
Battery Tray Kit N/A N/A N/A N/A Yes
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GX35NT GX100U GX120T1 GX160T1 QX, QM GX200T
Data

Max. power output @ 3600rpm 
(kW)

1.0 (1.3HP) *at 7000rpm 2.1 (2.8HP) 2.6 (3.5HP) 4.1 (5.5HP) 4.8 (6.5HP)

Max torque @ 2500rpm (Nm) 1.6 Nm (0.16 kg-m) 5.7 Nm (0.58 kg-m) 7.3 Nm (0.75 kg-m) 10.8 (1.1kg-m) 13.2 (1.35kg-m)

Engine

Type
1.3HP, air cooled, 4 stroke, OHV, 

single cylinder
2.8HP, air cooled, 4 stroke, OHV, 

single cylinder
3.5HP, air cooled, 4-stroke, OHV, 25 

degrees inclined singular cylinder
5.5HP, air cooled, 4-stroke, OHV, 25 

degrees inclined singular cylinder
6.5HP, air cooled, 4-stroke, OHV, 25 

degrees inclined singular cylinder

Bore and Stroke (mm) 39 x 30 56 x 40 60 x 42 68 x 45 68 x 54
Displacement (cc) 35.8 98 118 163 196
Compression Ratio 8.0:1 8.5:1 8.5:1 8.5:1 8.5:1
Ignition system Transistorized Magneto Transistorized Magneto Transistorized Magneto Transistorized Magneto Transistorized Magneto
Starting  system Recoil Recoil Electric/Recoil Electric/Recoil Electric/Recoil
Fuel tank Capacity (litres) 0.65 0.77 2 3.1 3.1
Oil Capacity (litres) 0.1 0.4 0.6 0.6 0.6

Air Cleaner Semi dry type
Dual element type                                        
(opt Cyclone type)

Dual element type                                               
(opt Cyclone type)

Dual element type                                                  
(opt Cyclone type)

Dual element type                                                              
(opt Cyclone type)

Fuel consumption 265g/HP-hr, 360g/kwh 240g/HP-hr, 327g/kwh 230g/HP-hr, 310g/kwh 230g/HP-hr, 313g/kwh 230g/HP-hr, 313g/kwh

Dimensions
Dimensions (L x W x H ) (mm) 198 x 234 x 240 286 x 304 x 402 655 x 445 x 555 312 x 362 x 335 314 x 376 x 335
Dry weight (kg) 3.46 10.6 13 13 16
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